Crash Records

Statewide Crash Rates
For Interstate, US and New Jersey Numbered Roadways
Under NJDOT Jurisdiction

Crash Rates
Calendar Years 2004 - 2010

‘ ‘ Crash Rate Per Million

Cross Section 2010 Vehicle Miles Traveled
Geometry Mileage
12010 | 2009 | 2008 2007 | 2006 2005 | 2004
‘ 2 lanes with shoulder | 642.84 ‘2.76 | 277 |2.83 ‘2.90 ‘2.86 |2.96 | 3.16
‘ 2 lanes no shoulder | 299.52 ‘4.04 | 4.02 |4.17 ‘ 434 ‘ 416 |4.27 | 484
‘ 3 lanes with/ w/o shoulder | 63.58 ‘ 423 | 415 | 417 ‘ 427 ‘ 415 | 438 | 429
4 lanes,
o mggg‘r?’r'jw:ﬂgjl dor 30.45 293 | 299 | 333 | 367 | 307 | 264 2.69
4 or more lanes, 13779 | 595 | 613 | 59 | 618 | 619 | 652 7.14

no median, no shoulder

4 or more lanes,
barrier median, 538.43 1.81 1.83 1.81 1.98 1.97 2.10 2.13
with shoulder

4 or more lanes,
barrier median, 104.64 2.87 2.86 2.93 2.99 3.08 3.51 3.73
no shoulder

4 or more lanes,
grass median, 413.58 2.07 2.12 1.84 2.02 1.81 1.77 1.97
with shoulder

4 or more lanes,
grass median, 44.19 4.42 4.42 4.84 4.59 4.05 3.93 4.42
no shoulder

Notes:

e Presence of shoulder assumes a 6' or greater shoulder on both sides of roadway.
e Barrier median assumes positive barrier - eg. Jersey barrier, guide rail.
e Grass median includes all mountable barriers - i.e. grass, painted and curbed.

Crash Rates
Calendar Years 1998 - 2003

Crash Rate Per Million
Vehicle Miles Traveled

2003 | 2002 | 2001 | 2000 | 1999

‘ Cross Section ‘
| |
| 2 lanes with shoulder ‘ .03
| |
| |

Geometry

1998

2.82 ‘ 2.71 | 268 258 2.81

2 lanes no shoulder

|
| | |

4.65 | 472 ‘ 4.08 | 462 ‘ 423 | 436
| | |

3 lanes with/ w/o shoulder 4.32 4.31 ‘ 4.29 | 6.55 543 5.97

4 or more lanes,

no median, w/shoulder 2.78 3.57 3.13 5.26 4.31 4.78

4 or more lanes,

no median, no shoulder 6.94 7.19 7.09 7.02 6.05 6.57

4 or more lanes,
barrier median, 217 2.33 2.15 2.24 1.89 1.95
with shoulder

4 or more lanes,
barrier median, 3.78 3.75 3.50 4.35 3.44 3.55
no shoulder

4 or more lanes,
grass median, 1.93 1.95 1.77 1.73 1.48 1.43
with shoulder

4 or more lanes,
grass median, 4.29 412 3.93 4.41 3.73 416
no shoulder

Notes:

e Presence of shoulder assumes a 6' or greater shoulder on both sides of roadway.
e Barrier median assumes positive barrier - eg. Jersey barrier, guide rail.
e Grass median includes all mountable barriers - i.e. grass, painted and curbed.
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